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SURFACE PREPARATION
SYSTEM

SP8H/SP8R

OPERATING INSTRUCTIONS

A WARNING

To reduce the risk of injury, all operators and maintenance personnel must read and understand
these instructions before operating, changing accessories, or performing maintenance on
Bartell power equipment. All possible situations cannot be covered in these instructions. Care
must be exercised by everyone using, maintaining or working near this equipment.
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INTRODUCTION

Thank you for your selection of Flextool equipment.
Flextool have specialised in the design and manufacture
of quality products since 1951.

We have taken care in the assembly and testing of this
product. It is covered by a six month warranty. Should
service or spare parts be required, prompt and efficient
service is available from our branches.

General Safety Instructions for the Operation of
Power Equipment

The goal of Flextool is to produce power equipment that
helps the operator work safely and efficiently. The most
important safety device for this or any tool is the opera-
tor. Care and good judgement are the best protection
against injury. All possible hazards cannot be covered
here, but we have tried to highlight some of the important
items, individuals should look for and obey Caution,
Warning and Danger signs placed on equipment, and
displayed in the workplace. Operators should read and
follow safety instructions packed with each product.

Learn how each machine works. Even if you have previ-
ously used similar machines, carefully check out each
machine before you use it. Get the "feel" of it and know
its capabilities, limitations, potential hazards, how it
operates, and how it stops.

APPLICATIONS

Asphalt levelling & grooving
Carpet backing removal
Coating removal

Concrete grinding

Concrete & steel surface preparation
Concrete grooving

Epoxy removal

Expansion joint levelling

Floor cleaning steel & concrete
Glue / Adhesive removal
Milling joints

Non-slip removal

Paint removal

Steel descaling

Traffic line removal

Wheelchair ramp levelling

FUNCTIONS & CONTROLS

SPS Machine

The SPS is a walk behind machine, basically designed
to be a scarifier, but by using different cutters, arranged
in a variety of manners on the cutter heads or cages, a
broad range of textures and finishes can be produced.
This multi-purpose machine will produce results ranging
from scabbler to scarifier.

Cage / Drum Depth Control Knob
Rotate clockwise to raise unit and counter clockwise to
lower unit.

Drive Belt

Tension of the drive belt is adjustable. Loosen the four
bolts that secure the motor to the frame and move the
motor forwards or backwards to achieve the correct belt
tension.

Motor

The motor speed is controlled by a throttle control
mounted above the air cleaner. To STOP the machine
press the push button mounted on the handle or below
the fuel tank.

ACCESSORIES

Replacement Cutters
Steel / Tungsten carbide

Edger Attachment
For crack chasing

Replacement Cages / Drum assemblies
Are available from your Flextool branch

HAZARDS AND RISKS

NEVER allow any person to operate the machine with-
out adequate instruction.

ENSURE all operators read, understand and follow the
operating instructions.

SERIOUS INJURY could result from improper or care-
less use of this machine.

! MECHANICAL HAZARDS

Always be sure the equipment will not tip over, roll, slide
or fall when operated

Wear snug fitting clothing and ensure no clothing, hair or
jewellery can become entangled in the machine.

ENSURE that the material to be milled does not contain
any “live” electrical cables.

ENSURE that repairs to the petrol motor and machine
are carried out by COMPETENT personnel.

F02393 Issue 140607






