
English
Engine

STIHL single cylinder two-stroke engine

Ignition system

Electronic magneto ignition

Fuel system

All-position diaphragm carburetor with 
integral fuel pump

Air filter

Main filter (paper filter) and flocked wire 
mesh auxiliary filter

Weight

Abrasive wheels

The quoted maximum permissible 
operating speed of the abrasive wheel 
must be greater than or equal to the 
maximum spindle speed of the cut-off 
machine used.

The STIHL diamond abrasive wheel with 
an outside diameter of 418 mm is also 
approved. When this diamond abrasive 
wheel is used, the minimum outside 
diameter of the thrust washers must be 
118 mm. The maximum depth of cut 
increases to 150 mm.

Exhaust Emissions

The CO2value measured in the EU type 
approval procedure is specified at 
www.stihl.com/co2.

The measured CO2value was 
determined on a representative engine 
in accordance with a standardized test 
procedure under laboratory conditions 
and does not represent either an explicit 
or implied guarantee of the performance 
of a specific engine.

The applicable exhaust emission 
requirements are fulfilled by the 
intended usage and maintenance 
described in this instruction manual. The 
type approval expires if the engine is 
modified in any way.

Specifications

Displacement: 98.5 cm3

Cylinder bore: 56 mm
Piston stroke: 40 mm
Engine power accord-
ing to ISO 7293:

5.0 kW (6.8 HP) 
at 9300 rpm

Idling speed: 2200 rpm
Max. spindle speed to 
ISO 19432: 4290 rpm

Spark plug 
(suppressed):

Bosch WSR 6 F, 
NGK BPMR 7 A

Electrode gap: 0.5 mm

Fuel tank capacity: 1200 cm3 (1.2 l)

without fuel, without abrasive 
wheel, with water attachment 13.0 kg

Max. thickness: 4.8 mm
Bore diameter/spindle 
diameter: 20 mm
Tightening torque: 30 Nm

Composite resin abrasive wheels
Outside diameter: 400 mm
Minimum outside diameter of 
thrust washers: 140 mm
Max. depth of cut: 130 mm

Diamond abrasive wheels
Outside diameter: 400 mm
Minimum outside diameter of 
thrust washers: 103 mm
Max. depth of cut: 145 mm
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