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ATTIX 30 H/M / PC / XC 
ATTIX 50 H/M / PC / XC
Instructions for use

WARNUNG: Dieses Gerät enthält gesundheitsgefährliche
Stäube. Entleerung und Wartung einschließlich Entfernung
des Staubbeutels dürfen nur von sachkundigen Personen
vorgenommen werden, die geeignete persönliche Schutz-
ausrüstung tragen. Nicht einschalten bevor das komplette
Filtersystem installiert und die Funktion der Volumenstrom-
kontrolle überprüft worden ist.
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ATTIX 30- / 50-xx PC

  

Filter Cleaning System

ATTIX 30- / 50-xx XC
  

10 sec .
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WARNUNG: Dieses Gerät enthält gesundheitsgefährliche
Stäube. Entleerung und Wartung einschließlich Entfernung
des Staubbeutels dürfen nur von sachkundigen Personen
vorgenommen werden, die geeignete persönliche Schutz-
ausrüstung tragen. Nicht einschalten bevor das komplette
Filtersystem installiert und die Funktion der Volumenstrom-
kontrolle überprüft worden ist.
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1.1 Operating elements 1 Handle with receptacle for  
 electrical lead
2 Fixing point for suction  
 pipe holder
3 Retaining clamp
4 Castor
5 Dirt tank

6 Inlet fitting
7 Appliance switch
8 Hose diameter setting
9 Appliance socket  *)

10 Operating knob for filter  
 cleaning *)

1 Description

Pages 4 – 15 feature a pictorial 
quick reference guide, which is 
designed to help you when star-
ting up, operating and storing the 
appliance. 

This quick reference guide does 
not replace the separate opera-
ting instructions, which describes 
the appliance in detail. The ope-

rating instructions also contain 
further information on the operati-
on, maintenance and repair of the 
appliance. 

A Before starting

B Control / Operation

B* Connecting electrical appliances

C Replacement of filter bag

C Replacement of disposal bag

C Replacement of filter element

D After finishing work

2 Symbols

Meaning of the symbols
The instructions for actions are 
subdivided into 7 sections, which 
are represented by symbols.
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3 Operation

3.1 Appliance socket *)

3.2 Check volume flow 
monitor

Before picking up dust with maxi-
mum room concentration values:

3.3 Cleaning the filter 
element 

After picking up harmless dust 
using the waste bag.

3.4 Transport

The appliance socket is only de-
signed for the purposes defined 
in the operating instructions. The 
connection of different appliances 
can result in damage.

1. Prior to plugging in an ap-
pliance, always switch off 

the vacuum cleaner and the 
appliance that is to be con-
nected.

2. Read the operating instructions 
to the appliance to be con-
nected and observe the safety 
notes contained in these.

1. Check that all the filters are 
present and properly fitted.

2. When the motor is running, 
hold the suction hose shut. 

An acoustic warning sounds 
after approx. 1 second.

1. To ensure that suction 
performance is always at 
its best, the filter element 
is automatically cleaned 
during operation. We rec-
ommend complete clean-
ing if the filter element be-
comes extremely dirty.

1. Before transporting the dirt 
tank, close all the locks.

2. Make sure that both plugs 
are inserted in fittings.

3. Do not tilt the cleaner if 
there is liquid in the dirt 
tank.

4. Do not use a crane hook to 
lift the cleaner.

2. Switch off the vacuum cleaner
3. Close the nozzles or suction 

hose opening with the palm of 
your hand.

4. Turn the switch to position „I“ 
and let the cleaner operate for 
approx. 10 seconds with the 
suction hose opening closed.
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4 Applications and techniques

4.1 Techniques If used correctly, additional ac-
cessories, suction nozzles and 
suction hoses can enhance the 
cleaning action and reduce the 
cleaning effort.

Effective cleaning is achieved if 
you follow just a few guidelines in 
combination with your own practi-
cal experience in special fields.
Here are some basic tips.

4.1.1 Picking up dry 
substances

CAUTION:
Do not pick up flammable sub-
stances.

The suction hose diameter must 
suit the position of the switch in 
order to pick up dry, nonflamma-
ble dust with maximum room con-
centration values.

There must always be a safety 
filter bag in the tank before dry 
substances with maximum room 
concentration values are picked 
up. See section 6.2 “Accessories” 
for ordering number.

To pick up harmless dust we rec-
ommend the use of a waste bag. 
See section 6.2 “Accessories” for 
ordering number. Disposal of the 
picked up material is then simple 
and hygienic.

After picking up liquids, the filter 
element is wet. A damp filter el-
ement clogs more quickly when 
dry substances are picked up. 
For this reason the filter element 
should be washed and dried or 
replaced by a dry element before 
dry substances are picked up.

When the vacuum cleaner has 
been used with dust
classified as “H”, it is necessary 
to clean the machine thoroughly 
before using the machine with 
dust classified as “M” or lower.

Always use a filter bag/waste 
bag that is suitable for the type 
of dust.

4.1.2 Picking up liquids CAUTION:
Do not pick up flammable sub-
stances.

Due to their construction vacuum
cleaners with a removable tank 
(SD) do not have an automatic 
level indicator.
There is a risk of damage to the 
vacuum cleaner due to overfilling
or of damage due to leakage of 
the picked up liquid.
1. Never pick up more than 40 

litres at once.
2. Switch off the vacuum 

cleaner and empty the dirt 
tank.

Before liquids are picked 

up, always remove the fil-
ter bag/waste bag and check 
that the float or the water 
level limit works properly. (See 
section C “Replacing the filter el-
ement“.)

The use of a separate filter ele-
ment or filter screen is recom-
mended.

If foam appears, stop work imme-
diately and empty the tank.

To reduce the amount of foam, 
use foam killer Nilfisk Foam Stop 
(see section 6.2 „Accessories“ for 
order number).
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5 Troubleshooting

Fault Cause Remedy
‡ Motor does not start > Fuse of the mains socket has blown. • Connect mains fuse.

> Overload protection switch has 
tripped.

• Switch off the vacuum cleaner and 
allow it to cool for approx. 5 minutes. 
If the cleaner cannot be started 
again, contact the Nilfisk service 
department.

> Motor is faulty. • Have motor changed by Nilfisk 
Service.

‡ Motor does not run in automatic 
mode *)

> Power tool/pneumatic tool is 
defective or not connected properly.

• Check that the power tool works or 
that the plug is inserted correctly.

> The power rating of the electrical 
tool is too low.

• Note that minimum power rating is 
P>40W

‡ The acoustic warning sounds. 
(Reduced suction power)

> Suction power selected with suction 
power control*) is too low.

• Set suction power in accordance 
with section „Setting suction power“.

> Hose diameter does not correspond 
with switch position

• Set correct switch position for hose 
diameter

> Clogged suction hose/nozzle. • Clean suction hose/nozzle

> Tank, disposal bag or filter bag is full. • See "Emptying tank" or "Replacing 
disposal bag, filter bag" sections.

> Filter element is clogged. • See section „Cleaning filter element“ 
and „Replacing filter element“.

> Seal between tank and upper 
section of vacuum cleaner is faulty 
or missing.

• Replace seal.

> Cleaning mechanism is defective. • Contact Nilfisk Service.

‡ No suction power during wet 
cleaning 

> Tank is full. • Switch off the cleaner. Empty the 
tank.

‡ Voltage fluctuations > Impedance of power supply is too 
high.

• Connect the cleaner to another 
socket closer to the fuse box. Voltage 
fluctuations over 7% should not 
occur if the impedance at the transfer 
point is 0.15 .
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6.1 Technical data
ATTIX

30-0H 30-0H PC/XC
30-0M PC/XC

50 0H PC/XC
50-0M PC/XC

30-2H PC/XC
30-2M PC/XC

50-2H PC/XC
50-2M PC/XC

EU GB GB
Voltage V 220-240 220-240 110-120

Mains frequency Hz 50/60

Fuse A 16 13 32
Power consumptionIEC W 1000/1200 1000/1200 1000

Connected load for appliance socket W – – –
2400 [EU]

1750 [GB 230/240]
1400 [GB 110V]

Total connected load W 1000 [EU] 1200 [EU, GB 230/240]
1000 [GB 110V]

3600 [EU]
2950 [GB 230/240]

2400 [GB 110V]

Maximum flow rate m3/h
(litres/min)

180
(50)

222 [EU, GB 230/240] / 192 [GB 110V]
(62 [EU, GB 230/240] / 53 [GB 110V])

Maximum 
underpressure hPa 230 250 [EU, GB 230/240]

230 [GB 110V]
Sound pressure level LPA 
(IEC 60335-2-69) dB(A) 67 ± 2

Working Sound Level dB(A) 59 ± 2

Vibration ISO 5349 ah m/s2  ≤ 2,5

Protection class I I I

Protection grade (moist, dust) IP X4

Weight kg 10 10 11 10 (PC)
12 (XC)

11 (PC)
12 (XC)

Specifications and details are subject to change without prior notice.

6.2 Accessories
Description Order No.

Safety filter bag "H" ATTIX 30 (5 pcs.) 107400233
Safety filter bag "H" ATTIX 50 (5 pcs.) 107400236
Fleece filter bag ATTIX 30 (5 pcs.) 302004000
Fleece filter bag ATTIX 50 (5 pcs.) 302004004
Zylindrical H-filter element PC 302000658
Zylindrical M-filter element PC 302000490
Flat H-filter element XC (2 pcs.) 107400449
Flat M-filter element XC (2 pcs.) 302002842
Motor Cooling air filter 302003721
Blowing adapter 302003717
Cloth insert filter ATTIX 30,50 302000525
Nilfisk-Foam-Stop (6x1l) 8469

6 Further information
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6.3 EU Declaration of Conformity

We,
Nilfi sk A/S
Kornmarksvej 1
DK-2605 Broendby
DENMARK

Hereby declare, that the product:
VAC - Commercial - Wet/Dry
Description 220-240V, 50/60Hz, IPX4
Type ATTIX 30-/50-/0H PC, ATTIX 30-0H, ATTIX 30-/50-/2M PC

Are in compliance with the following standards:
EN 60335-1:2012+A11:2014
EN 60335-2-69:2012
EN 55014-1:2006+A1:2009+A2:2011
EN 55014-2:2015
EN 61000-3-2:2014
EN 61000-3-3:2013

Following the provisions of:
2006/42/EC
2014/30/EU

Hadsund 01-11-2017

Anton Sørensen
Senior Vice President – Global R&D
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